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RIGGING VIPER GENERATOR SYSTEM IN HMMWV-SERIES TRUCK

5-16. Use the procedures shown in Figure 5-16 to rig the Viper generator system
in HMMWV-series trucks. The Viper consists of an under-the-hood engine-
driven generator, control switches on the truck's instrument panel, and control
boxes located under the rear seat. The generator and instrument panel switches
require no preparation. Prepare the control boxes as shown in Figure 5-16.

Figure 5-16. Viper Generator System Control Boxes Prepared

1 Pad the spaces around the control boxes with cellulose wadding.

2 Place full sheets of cellulose wadding over the control boxes to fill the space.

3 Fold the rear seat over the control boxes and latch them in place.
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RIGGING DRIVER VISION ENHANCER IN HMMWV-SERIES TRUCK

5-17. Use the procedures shown in Figure 5-17 to rig the driver vision enhancer
(DVE) in HMMWV-series trucks. The optical components fit into their own
padded case. The rest of the system fits  into a rack mounted behind the driver's
seat.

Figure 5-17. DVE Rigged in Cargo/Troop Carrier

1 Remove the DVE from its rack. Stow the removable components in their padded case.

2 Tie the box to the seat back with a length of type III nylon cord.

3 Form a loop in an 18-inch length of type III nylon cord. Pass it under both seat latches and
tape the latches.

4 Form a loop in a 30-inch length of type III nylon cord. Pass the cord around the seat back.

5 Tie the loops made in steps 3 and 4 to each other with type III nylon cord.
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Figure 5-17. DVE Rigged in Cargo/Troop Carrier (continued)

6 Fit a 24- by 27-inch piece of honeycomb on the hopper step, behind the driver's seat, and
against the left side of the hopper.

7 Fit a 21- by 3-inch piece of honeycomb over the base piece in the front.

8 Fit a 11-by 9-inch piece of honeycomb in the space beside the honeycomb placed in step 7.

9 Fit an 11- by 8-inch piece of honeycomb to the rear of the piece placed in step 8.

10 Fit a 10- by 7-inch piece of honeycomb under the round portion of the plate.

11 Fit a 3- by 26-inch piece of honeycomb on the right side.

12 Pad the top of the rack and the fixture on the right side with cellulose wadding taped in place.

13 Tie the honeycomb placed in steps 6 through 12 above with type III nylon cord. Route the cord
under the hopper step and over the rack.
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Figure 5-17. DVE Rigged in Cargo/Troop Carrier (continued)

14 Make an 8 1/2- by 11 1/2-inch cutout in a  27- by 24-inch piece of honeycomb. Place the
honeycomb over the rack with the cutout clearing the round mount.

15 Tape the upper edges of the honeycomb. Tie the honeycomb over the rack with 1/2-inch tubular
nylon webbing. Route the webbing under the hopper step.
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